
USER MANUAL
HDMI KVM USB Cat5/6 Extender 100m
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Our 100M HDMI KVM USB Cat5/6 Extender is uncompressed HDMI signal extender. It transmits 2k HDMI signal upto max 100 meters from your HDMI or DVI-D source to HD display by single CAT5e/6 cable. 
At the same time, it’s also convenient to transmit HDMI audio and video source by point-to-point mode.
 
Features:
1. Support HDMI 1.3/HDCP1.1&1.2 
2. Support 480, 576, 720 50/60hz,, 1080P25/30/50/60hz 
3.  HDMI single is uncompressed HDMI to realized High definition image enjoy
4. The design of pure hardware, plug and play, no need for additional software.
5. Support long distance controlled by keyboard and mouse.


Specifications
	HDMI Resolutions
	[bookmark: _GoBack]480p,576,  720p,1080p25/30, 1080p50/60 

	Audio
	Sample rate:32kHz,44.1kHz,48kHz

	IR remote control
	No support

	HDMI
	HDMI 1.3

	HDCP
	HDCP 1.2

	Power adapter
	DC:5V/1A

	Power consumption
	HDMI Sender:3W    HDMI receiver:3W

	Operating Temperature/Humidity
	0℃-70℃/10%-80%RH(no condensation)

	Storage Temperature/Humidity
	-10℃-80℃/5%-90%RH(no condensation)

	Size 
	



Physical interface diagram
Transmitter
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   USB input   Audio in  Led Indicator  HDMI in         UTP out     HDMI Loop-back   Power in                        
 Receiver
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     Power in    Length         UTP in               HDMI out   Led indicator  Audio   USB 
(mouse ,keyboard )
Connection and operation
1) Connect the HDMI source (such as DVD, PS3, STB ) to the “HDMI IN” of transmitter by HDMI cable.
2) Connect the “HDMI out” of Receiver to HDTV display by HDMI cable.
3) Connect the transmitter and the receiver by Cat 5E/6 cable, distance can up to 100m.
4) Connect two pieces of 5V power supply to the transmitter and receiver, power supply for the equipment and the LED indicator light on. When status lamp on and flicker, equipment starts normal.

Package contents : 
1)  1x  Transmitter ;
2)  1x  Receiver
3)  2x  5V/2A Power Supply.
4)  1x User’s Manual
5） 1 X USB cable
6)  1 x HDMI cable 
Application diagrams	                          
   [image: 图片1副本]        
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